


VOLTS PHASE HERTZ

EWH-A SEMI-RECESSED 1.5 5.1 208 1 60 - 1 - INTEGRAL THERMOSTAT

HEATING 

STAGES

ELECTRICAL DATA

ELECTRIC WALL HEATER SCHEDULE
TAG TYPE KW BTUH REMARKS

AIRFLOW 

(CFM)

FAN MOTOR 

HP

CD-A 225 8 CEILING DIFFUSER 0.07 - 24  X 24 PANEL 20 TITUS TCD

CD-B 225 8 CEILING DIFFUSER 0.07 - 24  X 24 PANEL - 3 WAY BLOW 20 TITUS TCD

EG-A 1500 22 x 22 EGG CRATE GRILLE 0.025 24  X 24 EGG CRATE GRILLE  15 TITUS 50FF

MANUFACTURER 

MODEL BASIS OF 

DESIGN

REGISTER, GRILLE, AND DIFUSER SCHEDULE

TAG DESCRIPTION REMARKS AND DIRECTION OF FLOW
MAX NC 

LEVEL
S.P. (IN WG)

VERTICAL 

THROW (FT.) 

AT 100 FPM

MAXIMUM 

CFM

DUCT SIZE 

(IN)

VOLTS PHASE HERTZ

F-101 LADIES ROOM CEILING 150 0.375 DIRECT 1200  1/6 120 1 60 12 HR TIMER WALL SWITCH

F-102 MENS CEILING 215 0.375 DIRECT 1400  1/4 120 1 60 13 HR TIMER WALL SWITCH

1. PROVIDE WITH SOLID STATE SPEED CONTROLLER MOUNTED ON SIDE OF FAN FOR VOLUME CONTROL

ELECTRICAL DATA
REMARKSMAX RPM

MOTOR 

H.P.

FAN SCHEDULE
TAG SERVING TYPE

AIRFLOW 

(CFM)
DRIVEESP (IN W.G.) METHOD OF CONTROL

PRTU-101 1,000 MAIN ROOM 1,000 300 0.50 1500 1 13 208 3 60 27 40 72.9 52.5 41.9 26.5 79.2 67 55.0 53.3 950 PROVIDE WITH ADAPTOR CURB AAON RM-A04-8

PRTU-102 800 ADJACENT SMALLER ROOMS 800 250 0.5 1400 1 13 208 3 60 19 25 55.9 51.6 34.1 21.4 79.4 67.2 55 53.3 900 PROVIDE WITH ADAPTOR CURB AAON RM-A03-8

NOTE:  PACKAGED ROOFTOP UNIT COOLING CAPACITY BASED ON 95F ABMIENT AIR TEMPERATURE

GAS HEAT

MBH

BASIS OF DEDIGN 

MANUFACTURER 

MODEL

EDB 

°F

EWB 

°F

LDB 

°F

LWB 

°F

APPROX 

OPERATING 

WT. (LBS)

REMARKSTOTAL 

MBH

SENS. 

MBH

COOLING

PACKAGED ROOFTOP AIR HANDLING UNIT SCHEDULE

TAG TOTAL 

CFM
SERVING

MAX OA 

CFM

MIN OA 

CFM
FAN HP

MAX 

RPM

ESP (IN 

WC)
EAT

SUPPLY FAN ELECTRICAL DATAMIN 

SEER 

(ARI)
VOLTS PHASE HERTZ

MIN CKT 

AMP

MAX 

CKT 




